
Digitemp
Comfort air conditioning and heating units

The Digitemp range offers year-round climate control for a range of domestic and 
commercial applications. The revolutionary self-contained design allows it to be installed 
easily from the inside with the use of two 6" grilles and flexible PP sheets supplied, eliminating 
the need for an unsightly outdoor condensing unit and making it particularly useful for high-
rise applications. As well as heating and cooling, all units feature a dehumidification function. 
The Air model has a very discreet design with a depth of only 164mm and features  
very low noise levels, making it ideal for domestic use in bedrooms and home offices.
The WHP model is capable of heating and cooling larger areas, making it ideal for  
commercial applications such as hotel rooms, as well as domestic applications like 
conservatories and extensions. The Inverter model features intelligent speed control, 
ensuring that the unit only runs at the speed required to potentially save up to 30%  
in power consumption compared with traditional on/off operation.

Product Features AIR8HP INV12HP WHP245N

Reference Number 93251AA 93218AA 92724AA

Heating & Cooling ✓ ✓ ✓

Dehumidification ✓ ✓ ✓

1.8kW ✓

2.7kW ✓ ✓
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SPECIFICATIONS
UNICO® AIR
DONNÉES TECHNIQUES
UNICO® AIR
UNICO AIR 8 SF Cod. 01503
UNICO AIR 8 HP Cod. 01504

Fan only mode
Dehumidification only mode
Auto mode:in relation to the ambient temperature.
Sleep mode: gradually increases the temperature set
and ensures reduced noise for greater wellbeing at night.
Automatic condensation dispenser: in cooling operation
condensation is discharged without the use of specialized conduits.

Fonction ventilation seulement
Fonction  déshumidification seulement
Fonction Auto: elle modifie les paramètres de fonctionnement
selon la  température ambiante.
Fonction Sleep: elle augmente graduellement la température  programmée
et garantit une bruyance réduite pour un plus grand bien-être nocturne.
Drainage automatique de la condensation: dans le fonctionnement rafraîchissement
la Condensation est éliminée sans l’utilisation de conduits dédiés.

Power: 1.8 kW
Available in versions:
SF (Cooling only) - HP (Heat Pump)
Dual Class A
Ecological gas R410A Installation versatility:
Wall installation from the top or bottom glass installation may be possible
* Easy installation:
Unico can be installed from the inside within a few minutes
Wireless wall control (Optional)
Large flap for a homogeneous diffusion of the air in the environment
Multifunction remote control
24 hour Timer

Puissance: 1.8 kW
Disponible dans les versions:
SF (Seulement Froid) - HP (Pompe à Chaleur)
Classé AA
Gaz écologique R410A Polyvalence d’installation:
Installation au mur en haut ou en bas Possibilité d’installation sur vitrage
* Simplicité d’installation:
Unico s’installe totalement de l’intérieur en quelques minutes
Commande au mur sans fil (En Option)
Large flap pour une diffusion homogène de l’air dans l’environnement
Télécommande  multifonction
Minuterie 24h

FEATURES

CARACTÉRISTIQUES

FUNCTIONS

FONCTIONS

* Installation sur vitrage possible avec utilisation préalable d’un panneau autoportant spécifique non fourni par Olimpia Splendid

* Glass installation possible by the use of a specific freestanding panel not supplied by Olimpia Splendid



AIR8HP WHP245N INV12HP

Reference Number 93251AA 92724AA 93218AA

Nominal Cooling Capacity (kW) 1.8 2.7 2.7

Cooling Power (Min/Max) – – 1.8/3.1

Nominal Heating Capacity (kW) 1.7 2.5 2.7

Heating Power (Min/Max) – – 1.8/3.0

Nominal Power Consumption For Cooling (kW) 0.7 1.0 1

Power Consumption For Cooling (Min/Max) (kW) – – 0.58/1.4

Rated Absorbed Power in Heating Mode (kW) 0.5 0.8 0.8

Energy Efficiency Class in Cooling Mode A A A

Energy Efficiency Class in Heating Mode A A A

COP 3.1 3.1 3.2

Dehumidification Rate (l/hr) 0.6 1.1 1.1

Fan Speed Settings 3 3 3

Airflow Rate in Cooling Mode (m3/hr) 215/180/150 490/430/360 490/430/360

Airflow Rate in Heating Mode (m3/hr) 215/180/150 450/400/330 490/430/360

Sound Pressure dBA@2M (Min/Max) 27 – 38 29.5 – 38.5 33 – 43

Refrigerant Gas R410A R410A R410A

Power Supply (V) 230 230 230

Power Supply (Hz) 50 50 50

Diameter of Wall Holes (mm) 162 162/202 162/202

Maximum Remote Control Range (m/angle) 8 / +- 80deg 8 / +- 80deg 8 / +- 80deg

Dimensions Without Packaging (mm) 978 x 491 x 164 902 x 526 x 229 902 x 526 x 230

Dimensions With Packaging (mm) 1060 x 595 x 250 980 x 610 x 350 980 x 610 x 350

Weight Without Packaging (Kg) 37 40 40

Weight With Packaging (Kg) 41 44 43

Typical split-system air conditioner Digitemp




